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§87.87

name and license number of the opera-
tor on duty.

RADIO OPERATOR REQUIREMENTS

§87.87 Classification of operator li-
censes and endorsements.

(@) Commercial radio operator li-
censes issued by the Commission are
classified in accordance with the Radio
Regulations of the International Tele-
communication Union.

(b) The following licenses are issued
by the Commission. International clas-
sification, if different from the license
name, is given in parentheses. The li-
censes and their alphanumeric designa-
tor are listed in descending order.

(1) T-1 First Class Radiotelegraph
Operator’s Certificate

(2) T-2 Second Class Radiotelegraph
Operator’s Certificate

(3) G General Radiotelephone Opera-
tor Licenes (radiotelephone operator’s
general certificate)

(4) T-3 Third Class Radiotelegraph
Operator’s Certificate (radiotelegraph
operator’s special certificate)

(5) MP Marine Radio Operator Permit
(radiotelephone operator’s restricted
certificate)

(6) RP Restricted Radiotelephone Op-
erator Permit (radiotelephone opera-
tor’s restricted certificate)

§87.89 Minimum
ments.

(a) A station operator must hold a
commercial radio operator license or
permit, except as listed in paragraph
(d).

(b) The minimum operator license or
permit required for operation of each
specific classification is:

operator require-

MINIMUM OPERATOR LICENSE OR PERMIT

Land stations, all classes

—All frequencies except VHF teleph-
ony transmitters providing domes-
tic service

Aircraft stations, all classes

—Frequencies below 30 MHz allocated
exclusively to aeronautical mobile
SEIVICES ettt RP

—Frequencies below 30 MHz not allo-
cated exclusively to aeronautical
mobile services .................... MP or higher

—Frequencies above 30 MHz not allo-
cated exclusively to aeronautical
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mobile services and assigned for

international use ................. MP or higher
—Frequencies above 30 MHz not as-
signed for international use.............. none

—Frequencies not used solely for tele-
phone or exceeding 250 watts car-
rier power or 1000 watts peak enve-
lope power..........cooooiiiiiiiinaenns G or higher

(c) The operator of a telephony sta-
tion must directly supervise and be re-
sponsible for any other person who
transmits from the station, and must
ensure that such communications are
in accordance with the station license.

(d) No operator license is required to:

(1) Operate an aircraft radar set,
radio altimeter, transponder or other
aircraft automatic radionavigation
transmitter by flight personnel;

(2) Test an emergency locator trans-
mitter or a survival craft station used
solely for survival purposes;

(3) Operate an aeronautical enroute
station which automatically transmits
digital communications to aircraft sta-
tions;

(4) Operate a VHF telephony trans-
mitter providing domestic service or
used on domestic flights.

§87.91 Operation of transmitter con-
trols.

The holder of a marine radio operator
permit or a restricted radiotelephone
operator permit must perform only
transmitter operations which are con-
trolled by external switches. These op-
erators must not perform any internal
adjustment of transmitter frequency
determining elements. Further, the
stability of the transmitter frequencies
at a station operated by these opera-
tors must be maintained by the trans-
mitter itself. When using an aircraft
radio station on maritime mobile serv-
ice frequencies the carrier power of the
transmitter must not exceed 250 watts
(emission A3E) or 1000 watts (emission
R3E, H3E, or J3E).

OPERATING PROCEDURES

§87.103 Posting station license.

(a) Stations at fixed locations. The li-
cense or a photocopy must be posted or
retained Iin the station’s permanent
records.

(b) Aircraft radio stations. The license
must be either posted in the aircraft or
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